
SIDE B

Use with TAP SILICONE RTV
Mold Making Compound Side A
(See Side A for instructions)

CAUTIONS:
In case of eye contact, flush 
at least 15 minutes with 
water. Obtain medical 
attention if irritation 
persists. Wash after skin 
contact. Obtain medical 
attention if irritation 
develops. Follow all 
instructions for safe use. 
KEEP AWAY FROM 
CHILDREN.

MSDS for TAP Silicone RTV 
System available at 
tapplastics.com

Keep tightly closed after use. 
Catalyst exposed to air for 
extended periods of time will 
cure. An indication of cure is a 
film or crust formation on the 
surface of the catalyst. Should 
this occur, simply remove the 
hard film, and use the 
remaining portion. The use of 
cured catalyst is not 
recommended and may cause 
incomplete cure of silicone.

DIRECTIONS:
Refer to detailed instructions 
on TAP SILICONE RTV Side A 
for directions. See also 
Product Bulletins 7A & 7B.
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TAP Plastics Inc.

 San Leandro CA 94577

Approximate 30 min. working time

Net Wt. .4 lbs.
WARNING:

EYE, SKIN AND RESPIRATORY IRRITANT
Combustible. See cautions, back panel.

SHAKE WELL
Storage life 6 months 

in original unopened container

Refer to Side A
for mixing instructions

CATALYST


